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202 

EXECUTE A VIRTUAL CONSOLE DRIVER INSTANCE 

i 

204 

ESTABLI SH A DEVIC E NODE WITHIN A VOSE 

i 

2M 

ESTABLISH ASSOCIATION BETWEEN THE DEVICE NODE AND THE VIRTUAL 
CONSOLE DRIVER INSTANCE 

I z 

DETERMINE WITH WHICH VIRTUAL CONSOLE DRIVER INSTANCE THE DEVICE 
NODE IS ASSOCIATED 

I 

210 

SEND, TO THE VIRTUAL CONSOLE DRIVER INSTANCE ASSOCIATED WITH THE 
DEVICE NODE, DATA WRITTEN TO THE DEVICE NODE 



FIG. 2 
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402 

ESTABLISH GLOBAL ZONE 
▼ 

404 

EXECUTE ZONEADMD PROCESSES IN 

GLOBAL ZONE 

▼ 

406 

ESTABLISH NON-GLOBAL ZONES 
408 

ZONEADMD PROCESS INSTRUCTS 
KERNEL TO EXECUTE A VIRTUAL 
CONS OLE DRIVER INSTANCE 

* 

410 

KERNEL EXECUTES A VIRTUAL 
CONSOLE DRIVER INSTANCE 
▼ 

412 

ZONEADMD PROCESS INSTRUCTS 
KERNEL TO GENERATE A FIRST DEVICE 
NODE IN A PARTICULAR NON-GLOBAL 

ZONE 

* 

414 

KERNEL GENERATES A FIRST DEVICE 
NODE IN THE PARTICULAR 

NON-GLOBAL ZONE 

▼ 

416 

ZONEADMD PROCESS INSTRUCTS 

KERNEL TO ESTABLISH MAPPING 

BETWEEN FIRST DEVICE NODE AND 

VIRTUAL CONSOLE DRIVER INSTA NCE 
1 



t 

418 

KERNEL ESTABLISHES MAPPING 
BETWEEN FIRST DEVICE NODE AND 
VIRTUAL CONSOLE DRIVER INSTANCE 
▼ 
420 

ZONEADMD PROCESS INSTRUCTS 

KERNEL TO ATTACH STREAMS 
MODULES TO VIRTUAL CONSOLE 

DRIVER INSTANCE 

* 

421 

KERNEL ATTACHES STREAMS 
MODULES TO VIRTUAL CONSOLE 

DRIVER INSTANCE 

f 
424 

ZONEADMD PROCESS INSTRUCTS 
KERNEL TO GENERATE A SECOND 
DEVICE NODE IN THE GLOBAL ZONE 
t 
426 

KERNEL GENERATES A SECOND 
DEVICE NODE IN GLOBAL ZONE 
▼ 
428 

ZONEADMD PROCESS INSTRUCTS 
KERNEL TO ESTABLISH MAPPING 
BETWEEN SECOND DEVICE NODE AND 
VIRTUAL CONSOLE DRIVER INSTANCE 



TO \ 
430/ 

FIG. 4A 
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430 

KERNEL ESTABLISHES MAPPING BETWEEN SECOND 
DEVICE NODE AND VIRTUAL CONSOLE DRIVER 
INSTANCE 



422 

RECEIVE, FROM FIRST PROCESS, REQUEST TO 
WRITE TO FIRST DEVICE NODE 



434 

KERNEL DETERMINES WHICH VIRTUAL CONSOLE 
DRIVER INSTANCE IS MAPPED TO FIRST DEVICE 
NODE 



436 

KERNEL SENDS, TO VIRTUAL CONSOLE DRIVER 
INSTANCE MAPPED TO FIRST DEVICE NODE, DATA 
RECEIVED FROM FIRST PROCESS 



438 

RECEIVE, FROM SECOND PROCESS, REQUEST TO 
READ FROM SECOND DEVICE NODE 



440 

KERNEL DETERMINES WHICH VIRTUAL CONSOLE 
DRIVER INSTANCE IS MAPPED TO SECOND DEVICE 

NODE 



442 

KERNEL SENDS, TO SECOND PROCESS, DATA SENT 
TO VIRTUAL CONSOLE DRIVER INSTANCE MAPPED 
TO SECOND DEVICE NODE 



FIG. 4B 
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